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ERD – Electric Rod-Style Actuator sizeit.tolomatic.com for fast, 
accurate actuator selection

www.tolomatic.com		  ERD_17

SIZE: ERD30 PERFORMANCE
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SCREW LIFE  
NOTE: See L10 expected life calculation on page ERD_13
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ERD – Electric Rod-Style Actuator sizeit.tolomatic.com for fast, 
accurate actuator selection

ERD_18	 1-800-328-2174

OPTION: GD2 – GUIDED ERD
LOAD VS EXTENDED LENGTH
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ERD06ERD06 ERD10ERD10 ERD20ERD20

ERD15ERD15

ERD15ERD15

(12" to 24"
at right)

Xs

W

Mx

PERFORMANCESIZE: 22, 25, 30; Roller Screw

ERD22 ERD25 ERD30
Power Limit 85 W 227 W 276 W

CALCULATING RMS THRUST, RMS 
VELOCITY AND POWER LIMIT
Roller screw actuators have two different operating 
regions which must be sized:  RMS and peak.  Peak 
operation is the maximum speed and/or maximum 
thrust the actuator that does not factor in dwells.  
RMS operation is the root mean square calculation 
of the entire motion cycle including dwells (time at 
rest).  It is extremely important to include all dwells 
(time at rest) in the RMS calculation.  There are in-
stances where peak and RMS specifications can be 
exceeded, but must be approved by Tolomatic.  RMS 
Thrust, RMS Velocity and Power Limit are calculated 
using these equations:

Use software at sizeit.tolomatic.com for fast, accurate actuator selection

TRMS = √ ∑ (T i
2 x t i)

∑ (t i)

VRMS = √ ∑ (V i
2 x t i)

∑ (t i)

Where:
TRMS = RMS Thrust
VRMS = RMS Velocity
Ti = Thrust during interval i
∑ = sum
i = 1 to n
Vi = Average velocity during 
       interval i
ti = Time interval i
P = Power limit

P = TRMS x VRMS
(Watts)        (N)         (m/sec)

NOTE:  Denominator represents full cycle time including dwells. 
Do NOT include dwell times in the numerator.

LUBRICATION
ERD roller screw actuators require periodic re-lubrication to 
maintain optimal performance. Below are formulas to help 
determine lubrication interval.

STEP 1:  
 
tBL= 4500 x (VRMS)-1.57

STEP 2:  
 
KT= KCo (    ) - 0.15

TPEAK

TMAX

STEP 3:  
 
tL= tBL x KT

 

Re-lubricate with Tolomatic Grease into the grease zerk 
located on the rod end.

In some applications oil may leak from the grease zerk. In 
contamination sensitive applications replace grease zerk with plug.

ERD22 ERD25 ERD30
RN04 RN05 RN10 RN04 RN05 RN10 RN05 RN10

KCo 0.29 0.25 0.39 0.22 0.24 0.23 0.17 0.17

Where:
tBL = Basic Lubrication Interval (hours)

VRMS = RMS Velocity (mm/sec or in/sec)

KT = Thrust Correction Factor
KCo = Screw Static Load Factor
TPEAK = Actuator Peak Thrust Rating
TMAX =Maximum Cycle Thrust
tL = Lubrication Interval (hours)

ERD22 ERD25 ERD30
Qty. 2.5 g + (0.010 x § mm) 4.8 g + (0.010 x § mm) 5.3 g + (0.018 x § mm)
Qty. 0.09 oz + (0.009 x § in) 0.17 oz + (0.009 x § in) 0.19 oz + (0.016 x § in)

§ = Stroke length (mm or in)
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ERD – Electric Rod-Style Actuator sizeit.tolomatic.com for fast, 
accurate actuator selection

www.tolomatic.com		  ERD_19

OPTION: GD2 – GUIDED ERD PERFORMANCE
BENDING MOMENTS

GUIDE ROD DEFLECTION
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NOTE: Deflection is measured at the tooling plate. 
Excessive deflection may impact actuator life. 
Contact Tolomatic for assistance
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ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions

ERD_20	 1-800-328-2174

SIZE: 06, 10, 15, 20
ACTUATOR

A

A

A

A

B C

E
F + STROKE

ERD15
ERD06
ERD10

(MOTOR SHAFT
INTERFACE)

JAM NUT

G H
I

II

J
KLM

N(SHCS) CPLR

O

P
Q

B

D

R

S MAX

T

FOOT MOUNT OPTION

P

U

V + STROKE

W

X

TRUNNION OPTION

FRONT FLANGE MOUNT OPTION

Y
AA Z

DDCC

BB

GG

EE
FF

HH

II JAM NUT

*This dimension is determined  
   by motor choice. 
** Note: If ordering as a replace-

ment actuator for use with rod end 
options, order Code RA1 to receive 
M10x1.25 rod end thread on the ERD15
Note: If ordering as a replacement actua-
tor for use with rod end options, order 
Code RA1 to receive M16x1.5 rod end 
thread on the ERD20

See page 24 for RP case dimensions.
(Always use configurated CAD solid model for 
critical dimensions.)

ERD06 ERD10 ERD15 ERD20
A 28.58 40.13 56.39* *B Ø32.69 Ø43.82 Ø66.68* *C - - M4 x 0.7* *D Ø3.45 Ø3.91 - *E 35.56 18.80 21.59* *F 98.5 106.7 137.2* *G 12.70 12.70 15.24 18.75
H 3.89 3.89 3.89 3.89
I 9.53 12.70 19.05 19.05

J** M6 x 1.0 M8 x 1.25 M12 x 1.75 M16 x 2.0
K Ø11.25 Ø17.42 Ø26.40 Ø33.60

ERD06 ERD10 ERD15 ERD20
L M16 x 1.5 M24 x 1.5 M34 x 1.5 M44 x 1.5
II 6.00 6.00 8.00 8.00
M Ø17.42 Ø26.42 Ø41.61 Ø52.20
N 2.50 2.50 2.50* *O 13.00 13.00 13.00 23.37
P 6.71 8.20 7.57* *
Q (2) M4 x 

0.7  2.5
(2) M6 x 
1.0 7.9

(2) M6 x 1.0  
12.7

(2) M6 x 1.0  
12.7

R Ø5.00 Ø5.00 Ø6.35* *S 27.94 27.94 31.75* *Dimensions in millimeters

ERD06 ERD10 ERD15 ERD20
A 1.125 1.580 2.220* *B Ø1.287 Ø1.725 Ø2.625* *C - - M4 x 0.7* *D Ø.136 Ø.154 - *E 1.400 0.740 0.850* *F 3.88 4.20 5.40* *G 0.500 0.500 0.600 0.750
H 0.153 0.153 0.153 0.153
I 0.375 0.500 0.750 0.750

J** M6 x 1.0 M8 x 1.25 M12 x 1.75 M16 x 2.0
K Ø.443 Ø.686 Ø1.041 Ø1.323

ERD06 ERD10 ERD15 ERD20
L M16 x 1.5 M24 x 1.5 M34 x 1.5 M44 x 1.5
II 0.236 0.236 0.315 0.315
M Ø.686 Ø1.040 Ø1.638 Ø2.051
N 0.098 0.098 0.098* *O 0.512 0.512 0.512 0.920
P 0.264 0.323 0.298* *
Q (2) M4 x 

0.7   .10
(2) M6 x 

1.0  .31
(2) M6 x 

1.0  .50
(2) M6 x 

1.0  .50
R Ø.197 Ø.197 Ø.250* *S 1.100 1.100 1.250* *Dimensions in inches

http://www.tolomatic.com/info-center/cad-library.aspx
http://www.tolomatic.com/info-center/cad-library.aspx


ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions

www.tolomatic.com		  ERD_21

SIZE: 06, 10, 15, 20

06

10

F + STROKE
G

I

IP67 - IP69K OPTION DIMENSIONS

IP67 (static rating) option replaces the Jam Nut 

(II in table for standard  ERD actuator)

*Dimension shown is with Tolomatic AMS1xx motor hardware YMH option will determine this dimension. 

IP67 OPTION
ERD06 ERD10 ERD15 ERD20

F 116.6 121.8 152.4* 204.8*
G 44.30 44.17 53.0 72.5
I Surface for mounting options

IP69K OPTION
ERD06 ERD10 ERD15 ERD20

F NA 128.1 164.8 204.8*
G NA 50.52 65.7 72.5
I Surface for mounting options

Dimensions in millimeters

IP67 OPTION
ERD06 ERD10 ERD15 ERD20

F 4.59 4.79 6.00* 8.06*
G 1.744 1.739 2.09 2.85
I Surface for mounting options

IP69K OPTION
ERD06 ERD10 ERD15 ERD20

F NA 5.04 6.49 8.06*
G NA 1.989 2.59 2.85
I Surface for mounting options

Dimensions in inches

FFG - FRONT FLANGE

FRONT FLANGE MOUNT OPTION

CB

A

F

D
E

G

H
JAM NUT

ERD06 ERD10 ERD15 ERD20
A 44.45 57.15 63.50 88.90

B 25.40 34.93 44.45 57.15

C 12.70 22.23 31.75 44.45

D 31.75 44.45 50.80 76.20

E Ø3.91 Ø4.93 Ø5.61 Ø7.14

F 18.00 28.00 40.00 48.08

G 4.93 4.93 4.93 4.93

H 6.00 6.00 8.00 8.00
Dimensions in millimeters

ERD06 ERD10 ERD15 ERD20
A 1.750 2.250 2.500 3.500
B 1.000 1.375 1.750 2.250
C 0.500 0.875 1.250 1.750
D 1.250 1.750 2.000 3.000
E Ø.154 Ø.194 Ø.221 Ø.281
F 0.709 1.102 1.575 1.890
G 0.194 0.194 0.194 0.194
H 0.236 0.236 0.315 0.315

Dimensions in inches

http://www.tolomatic.com/info-center/cad-library.aspx
http://www.tolomatic.com/info-center/cad-library.aspx
http://www.tolomatic.com


ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions

ERD_22	 1-800-328-2174

SIZE: 06, 10, 15, 20

A G

E

F
C D

H

B

SRE  SPHERICAL ROD END

CLV  CLEVIS ROD END

Allows for slight misalignment between the 
load and the actuator (radial and angular). 
Uses an industry-standard bearing.

Used with the externally 
threaded rod end when the 
actuator has to compensate 
for misalignment or pivot 
about an axis.

D
C C

A JAM NUT A E

F
B

ALC  ALIGNMENT COUPLER
Used in combination with the externally threaded rod end 
to provide smooth motion and extends actuator life by  
preventing binding caused by angular or axial 
misalignment. Not available for use with  
clevis or trunnion mounts, as they must  
be rigidly mounted.

Size A B C D E F
15 6.0 M10x1.25 20.0 73.0 30.0 32.0
20 8.0 M16x1.5 32.0 108.0 41.0 45.0

Dimensions in millimeters

Size A B C D E F
15 0.24 M10x1.25 0.79 2.87 1.18 1.26
20 0.31 M16x1.5 1.26 4.25 1.61 1.77

Dimensions in inches

Size A Ø B C D E F Ø G H
10 0.88 1.42 0.47 0.34 10° 0.31 M8x1.25 0.67
15 1.10 1.69 0.55 0.41 10° 0.39 M10x1.25 0.79
20 1.65 2.52 0.83 0.59 10° 0.63 M16x1.5 1.10

Dimensions in inches

Size A Ø B C D E F Ø G H
10 22.3 36.0 12.0 8.8 10° 8.0 M8x1.25 17.0
15 28.0 43.0 14.0 10.5 10° 10.0 M10x1.25 20.0
20 42.0 64.0 21.0 15.0 10° 16.0 M16x1.5 28.0

Dimensions in millimeters

Size A Ø B C D E F G
06 6.0 6.0 12.0 12.0 9.5 24.0 M6x1.0
10 8.0 8.0 16.0 16.0 10.0 32.0 M8x1.25
15 10.0 10.0 20.0 20.0 12.0 40.0 M10x1.25
20 16.0 16.0 32.0 32.0 19.0 64.0 M16x1.5

Dimensions in millimeters

Size A Ø B C D E F G
06 0.24 0.24 0.47 0.47 0.37 0.94 M6x1.0
10 0.32 0.32 0.63 0.63 0.39 1.26 M8x1.25
15 0.39 0.39 0.79 0.79 0.47 1.57 M10x1.25
20 0.63 0.63 1.26 1.26 0.75 2.52 M16x1.5

Dimensions in inches

GC

FE

B D

PIN Ø “A” INCLUDED

Note: ERD15 rod end options use M10 X1.25 thread, not the standard M12 X 1.75 rod end thread.  When 
ordering an attachment with the actuator the actuator will come with M10x1.25 thread.
Note: ERD20 rod end options use M16 X1.5 thread, not the standard M16 X 2.0 rod end thread. When 
ordering an attachment with the actuator the actuator will come with M16x1.5 thread.

* Note: ERD15 rod end options use M10 X1.25 thread, 
not the standard M12 X 1.75 rod end thread.  When 
ordering an attachment with the actuator the actuator 

will come with M10x1.25 thread.
Note: ERD20 rod end options use M16 X1.5 thread, not the 
standard M16 X 2.0 rod end thread. When ordering an 
attachment with the actuator the actuator will come with 
M16x1.5 thread.
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ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions
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FM2 - FOOT MOUNT

K

FOOT MOUNT OPTION J

L

M + STROKE

N

P

K-RP

L-RP K

Ø P

M-RP + STROKE

LMI

RP

ERD20
ERD06 ERD10 ERD15 BNM20

J 6.71 8.20 7.57 —
K 6.58 7.82 10.31 14.46
L 44.45 50.80 66.04 82.55
M 57.66 59.87 80.39 81.28 109.86
N 15.88 25.4 31.75 31.75
P Ø3.91 Ø4.93 Ø5.61 Ø7.14

K-RP — — 13.11 12.70
L-RP — — 88.90 93.35
M-RP — — 77.15 66.95
Dimensions in millimeters

ERD20
ERD06 ERD10 ERD15 BNM20

J 0.264 0.323 0.298 —
K 0.259 0.308 0.406 0.569
L 1.750 2.00 2.600 3.250
M 2.270 2.357 3.165 3.200 4.325
N 0.625 1.00 1.250 1.25
P Ø.154 Ø.194 Ø.221 Ø281

K-RP — — 0.516 0.500
L-RP — — 3.500 3.675
M-RP — — 3.038 2.636
Dimensions in inches

SIZE: 06, 10, 15, 20
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ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions

ERD_24	 1-800-328-2174

TRR - TRUNNION MOUNT / RP 23 FRAME

PCD - REAR CLEVIS / RP

15 20 22 25\30
PCD1 PCD2 PCD1 PCD2 PCD2 PCD2

U SML 1.375 1.375 1.375 1.375 1.975 2.572
U LRG -- -- 1.375 1.375 1.975 3.019

V 1.000 0.945 1.000 0.945 0.945 1.575
W 0.849 0.849 0.850 0.850 0.850 1.375
X 1.349 1.321 1.350 1.322 1.322 2.162
Y 0.750 1.102 0.750 1.102 1.102 2.362

Z .4995 / 
.4990

.4719 / 
.4714

.4995 / 
.4990

.4719 / 
.4714

.4719 / 
.4714

.7869 / 
.7864

AA SML 2.750 2.750 2.750 2.750 3.750 4.850
AA LRG -- -- 3.950 3.950 4.625 5.750

BB -- -- 2.750 2.750 3.750 5.750
CC SML 5.605 5.605 5.605 5.605 8.189 9.864
CC LRG -- -- 6.905 6.905 8.814 12.137
DD SML 2.312 2.312 2.455 2.455 3.600 4.872
DD LRG -- -- 2.480 2.480 3.600 5.319

EE 2.496 2.496 2.496 2.496 2.627 2.994
FF SML 4.553 4.553 4.302 4.302 7.375 9.596
FF LRG 4.553 4.553 4.302 4.302 7.375 9.596

FF 
BNM20

4.553 4.553 5.417 5.417 -- --

GG -- -- 2.355 2.355 3.009 --
Dimensions in inches

15 20 22 25\30
PCD1 PCD2 PCD1 PCD2 PCD2 PCD2

U SML 34.93 34.93 34.93 34.93 50.17 65.33
U LRG -- -- 34.93 34.93 50.17 76.68

V 25.40 24.00 25.40 24.00 24.00 40.01
W 21.56 21.56 21.59 21.59 21.59 34.93
X 34.26 33.55 34.29 33.58 33.58 54.91
Y 19.05 27.99 19.05 27.99 27.99 59.99

Z 12.687 / 
12.675

11.99 / 
11.97

12.687 / 
12.675

11.99 / 
11.97

11.99 / 
11.97

19.99 / 
19.97

AA SML 69.85 69.85 69.85 69.85 95.25 123.19
AA LRG -- -- 100.33 100.33 117.48 146.05

BB -- -- 69.85 69.85 95.25 146.05
CC SML 142.37 142.37 142.37 142.37 208.00 250.55
CC LRG -- -- 175.39 175.39 223.88 308.28
DD SML 58.72 58.72 62.36 62.36 91.44 123.75
DD LRG -- -- 62.99 62.99 91.44 135.10

EE 63.40 63.40 63.40 63.40 66.73 76.05
FF SML 115.65 115.65 109.27 109.27 187.33 243.74
FF LRG 115.65 115.65 109.27 109.27 187.33 243.74

FF 
BNM20

115.65 115.65 137.59 137.59 -- --

GG -- -- 59.82 59.82 76.43 --
Dimensions in millimeters

ERD06 ERD10 ERD15 ERD20
Q — — 0.425 0.425
R 0.250 0.250 0.430 0.750

S Ø.1878 / 
Ø.1876

Ø.2503 / 
Ø.2501

Ø.3753 / 
Ø.3751

Ø.6245 / 
Ø.6240

T 1.221 0.350 0.425* —
U — — 1.375 1.375

Dimensions in inches

ERD06 ERD10 ERD15 ERD20
Q — — 10.78 10.78
R 6.35 6.35 10.92 19.05

S Ø4.770 / 
Ø4.765

Ø6.358 / 
Ø6.353

Ø9.533 / 
Ø9.528

Ø15.862 / 
Ø15.850

T 31.01 8.89 10.80* —
U — — 34.93 34.93

Dimensions in millimeters

LMI RP

AA *

BB

GG

CC

Y

X

DD

W

V
U

FF + STROKEEE

Ø Z

TRUNNION OPTION
R

T S

SIZE: 06, 10, 15, 20

CC

BB

Ø S

R

DD

EE

Q

FF + STROKE

*

*Dimension is variable dependent 
on YMH motor code.

*Dimension is variable dependent 
on YMH motor code.
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ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions
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SIZE: 10, 15, 20

ERD10 ERD15
ERD20

BNM20
A 204.0 282.70 311.4 339.98
B 26.42 41.61 52.10
C 24.00 24.00 24.00
D 65.10 89.00 89.00
E 4.39 5.27 5.27
F 100.99 134.98 171.64
G 113.56 143.76 164.80 193.37
H 44.17 53.04 72.48
J* M6 x 1.0 M6 x 1.0 M6 x 1.0
K 13.00 13.00 23.37
L Surface for mounting options

Dimensions in millimeters

ERD10 ERD15
ERD20

BNM20
A 8.03 11.130 12.26 13.385
B 1.040 1.638 2.051
C 0.945 0.945 0.945
D 2.563 3.504 3.504
E 0.173 0.207 0.207
F 3.976 5.314 6.758
G 4.471 5.660 6.488 7.613
H 1.739 2.088 2.853
J* M6 x 1.0 M6 x 1.0 M6 x 1.0
K 0.512 0.512 0.920
L Surface for mounting options

Dimensions in inches

SS2 – STAINLESS-STEEL BODY WITH PROTECTIVE MOTOR COVER AND IP69K UPGRADE 

A + STROKE

G + STROKE

B

C

D

E F

J*

H

K L

M

SS23 G1

SS23 E1

M

M

Code
Encoder 

Code Available cable exit options:
SS21 G1,E1 no cord grips 1/2" NPT tapped hole
SS22 G1,E1 no cord grips M20 x 1.5 tapped hole

SS23
G1 1 cord grip (motor, no encoder)
E1 2 cord grips (motor, with encoder)

*Unit ships standard with hex bolts in these tapped holes
NOTE: IP67 is a static rating

 SS2 is not available for the 06, 22, 25, 30 size 

http://www.tolomatic.com/info-center/cad-library.aspx
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ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions

ERD_26	 1-800-328-2174

SIZE: 06, 10, 15, 20

GD2 – GUIDED ERD

N P

U
T

S

R

M

L

A
B

J + 
STROKE

C
V

D

F

G
H

K
+

STROKE

E

ERD06 ERD10 ERD15 ERD20
A 76.20 88.90 114.30 149.86
B 41.28 50.80 63.50 82.55
C 28.58 31.75 47.63 63.50
D 25.40 25.40 25.40 50.8

E Ø 4.93 5.61 7.14 8.74
7.9 x 

4.8 
9.7 x 

5.6 
11.2 x 
7.1

13.5 x 
8.6

F Ø 6.35 9.53 12.70 19.05
G 28.58 40.13 56.39* *
H 57.15 69.85 88.90 117.48
J 25.40 25.40 25.40 38.10
K 99.31 107.80 137.87* *
L 50.80 50.80 63.50 127.00
M 12.70 15.88 22.23 25.40
N 28.58 40.13 56.39 60.96
P 25.40 38.10  50.80 58.42
R 15.88 25.40 38.10 38.10
S M4x0.7 M5x0.8 M6x1.0 M8x1.25
T 66.68 76.20 101.60 127.00
U 25.40 34.93 44.45 57.15
V 18.19 14.91 14.86 30.47

Dimensions in millimeters

ERD06 ERD10 ERD15 ERD20
A 3.000 3.500 4.500 5.900
B 1.625 2.000 2.500 3.250
C 1.125 1.250 1.875 2.500
D 1.000 1.000 1.000 2.00

E Ø 0.194 0.221 0.281 0.344
0.31 x 

0.19
0.38 x 

0.22
0.44 x 

0.28
0.56 x 

0.34
F Ø 0.250 0.375 0.500 0.750
G 1.125 1.580 2.220* *
H 2.250 2.750 3.500 4.625
J 1.000 1.000 1.000 1.500
K 3.910 4.244 5.428* *
L 2.000 2.000 2.500 5.000
M 0.500 0.625 0.875 1.000
N 1.125 1.580 2.220 2.400
P 1.000 1.500 2.000 2.300
R 0.625 1.000 1.500 1.500
S M4x0.7 M5x0.8 M6x1.0 M8x1.25
T 2.625 3.000 4.000 5.000
U 1.000 1.375 1.750 2.250
V 0.716 0.587 0.585 1.200

Dimensions in inches

GUIDED ERD WITH IP67 
OPTION
ERD STROKE IS REDUCED BY 
DIMENSION “V”

*This dimension is determined  
   by motor choice. 
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ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions
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SIZE: 22, 25, 30

FM2 OPTION

TRR OPTION

DIMENSIONS WITH AN “*” ARE
DEPENDANT ON MOTOR CHOICE

FFG OPTION

HYG1 OPTION

A + STROKE

A + STROKE

Ø F

Ø D

Ø E

B*

* *

*

*

*

C Ø H BOLT 
CIRCLEG

J

K

L

M

S

N

R

P

U + STROKE

AA + STROKE

T W

Ø V

X

Ø Z

Y

CC

BB

DD

EE
GG

FF

FM2 OPTION

TRR OPTION

DIMENSIONS WITH AN “*” ARE
DEPENDANT ON MOTOR CHOICE

FFG OPTION

HYG1 OPTION

A + STROKE

A + STROKE

Ø F

Ø D

Ø E

B*

* *

*

*

*

C Ø H BOLT 
CIRCLEG

J

K

L

M

S

N

R

P

U + STROKE

AA + STROKE

T W

Ø V

X

Ø Z

Y

CC

BB

DD

EE
GG

FF

A B C Ø D Ø E Ø F G Ø H J K
ERD22 187.33 42.88 17.8 27.99 74.9 56.9 M6 x 1.0 - 6H  12.0 45.49 M12 x 1.25  22.2 25.40
ERD25 243.74 54.66 23.9 35.00 113.0 88.9 M8 x 1.25 - 6H  16.0 76.20 M20 x 1.5  25.4 31.75
ERD30 243.74 54.66 23.9 54.99 113.0 88.9 M8 x 1.25 - 6H  16.0 76.20 M27 x 2.0  33.0 50.80

 Dimensions in millimeters

A B C Ø D Ø E Ø F G Ø H J K
ERD22 7.375 1.688 0.70 1.102 2.95 2.24 M6 x 1.0 - 6H   0.47" 1.791  M12 x 1.25   0.88" 1.000
ERD25 9.596 2.152 0.94 1.378 4.45 3.50 M8 x 1.25 - 6H   0.63" 3.000  M20 x 1.5   1.00" 1.250
ERD30 9.596 2.152 0.94 2.165 4.45 3.50 M8 x 1.25 - 6H   0.63" 3.000 M27 x 2.0   1.30" 2.000

 Dimensions in inches

L M N P R S
ERD22 10.2 69.9 98.6 7.1 50.8 76.2
ERD25 15.7 120.7 158.8 10.7 84.3 138.2
ERD30 15.7 120.7 158.8 10.7 84.3 138.2

 Dimensions in millimeters

L M N P R S
ERD22 0.40 2.75 3.88 0.28 2.00 3.00
ERD25 0.62 4.75 6.25 0.42 3.32 5.44
ERD30 0.62 4.75 6.25 0.42 3.32 5.44

 Dimensions in inches

http://www.tolomatic.com/info-center/cad-library.aspx
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ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions

ERD_28	 1-800-328-2174

SIZE: 22, 25, 30

FM2 OPTION

TRR OPTION

DIMENSIONS WITH AN “*” ARE
DEPENDANT ON MOTOR CHOICE

FFG OPTION

HYG1 OPTION

A + STROKE

A + STROKE

Ø F

Ø D

Ø E

B*

* *

*

*

*

C Ø H BOLT 
CIRCLEG

J

K

L

M

S

N

R

P

U + STROKE

AA + STROKE

T W

Ø V

X

Ø Z

Y

CC

BB

DD

EE
GG

FF

FM2 OPTION

TRR OPTION

DIMENSIONS WITH AN “*” ARE
DEPENDANT ON MOTOR CHOICE

FFG OPTION

HYG1 OPTION

A + STROKE

A + STROKE

Ø F

Ø D

Ø E

B*

* *

*

*

*

C Ø H BOLT 
CIRCLEG

J

K

L

M

S

N

R

P

U + STROKE

AA + STROKE

T W

Ø V

X

Ø Z

Y

CC

BB

DD

EE
GG

FF

FM2 OPTION

TRR OPTION

DIMENSIONS WITH AN “*” ARE
DEPENDANT ON MOTOR CHOICE

FFG OPTION

HYG1 OPTION

A + STROKE

A + STROKE

Ø F

Ø D

Ø E

B*

* *

*

*

*

C Ø H BOLT 
CIRCLEG

J

K

L

M

S

N

R

P

U + STROKE

AA + STROKE

T W

Ø V

X

Ø Z

Y

CC

BB

DD

EE
GG

FF

T U Ø V W
ERD22 3.50 5.71 0.280 1.75
ERD25 4.75 7.65 0.472 2.75
ERD30 4.75 7.65 0.472 2.75

 Dimensions in inches

T U Ø V W
ERD22 88.9 145.0 7.11 44.5
ERD25 120.7 194.3 11.99 69.9
ERD30 120.7 194.3 11.99 69.9

 Dimensions in millimeters

X Y Ø Z AA
ERD22 109.68 77.67 16.00 15.95 168.28
ERD25 168.66 114.81 25.39 25.36 218.34
ERD30 168.66 114.81 25.39 25.36 218.34

 Dimensions in millimeters

X Y Ø Z AA
ERD22 4.318 3.058 0.630 0.629 6.625
ERD25 6.640 4.520 1.000 0.999 8.596
ERD30 6.640 4.520 1.000 0.999 8.596

 Dimensions in inches

BB CC DD EE FF GG
ERD22 1.63 1.10 0.50 2.00 2.24 3.12
ERD25 2.03 1.50 0.94 2.25 3.25 3.88
ERD30 2.03 1.50 0.94 2.25 3.25 3.88

 Dimensions in inches

BB CC DD EE FF GG
ERD22 41.4 27.9 12.7 50.8 56.9 79.2
ERD25 51.6 38.1 23.9 57.2 82.6 98.6
ERD30 51.6 38.1 23.9 57.2 82.6 98.6

 Dimensions in millimeters
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ACTUATOR 
SIZING

ERD – Electric Rod-Style Actuator
DIMENSIONS3D CAD available at www.tolomatic.com

Always use configurated CAD solid model 
 to determine critical dimensions
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ALTERNATIVE MOTOR DIMENSIONS
MOTOR DIMENSIONS – NEMA MOTOR MOUNT

The ERD 06, 10 & 15 sizes 
are designed to accommo-
date NEMA standard step-
per and servo motors. 

The ERD 15, 20, 22, 25 & 30 sizes utilize 
Tolomatic's YMH (Your Motor Here) program. 
See www.tolomatic.com/ymh or consult 
Tolomatic sales at 1-800-328-2174 for 
details. 

The only limiting factors are the motor shaft diameter and 
length. NEMA standard motors from the companies in the 
table at right have been found to be compatible with the 
ERD actuator.                       (  *NOT a complete listing)

When any motor has been selected for use with the ERD actuator it is important to confirm the motor is 
compatible with the dimensions in the table below.  

ACTUATOR SIZE
ERD06 NEMA11
ERD10 NEMA17
ERD15 NEMA23

ERD Compatible
NEMA Motor 
Suppliers*
Anaheim 

Automation
Animatics

Applied Motion 
Products

Automation 
Direct

Cool Muscle
Electrocraft

Fastech
IMS / Scheider 

Electric
JVL

LIN Engineering
Nippon Pulse 

Motor
Omega

Oriental Motor
Parker

Sanyo Denki
+ Others

D
B

A C
MOTOR SHAFT BOLT HOLES

DIAMETER

E MOTOR PILOT
DIAMETERF

MOTOR PILOT
HEIGHT

LENGTH
CIRCLE

SPACING

MOTOR CHOICES - YOUR MOTOR HERE

SELECT A COMPLETE SYSTEM FROM TOLOMATIC OR ADD ANY MOTION SYSTEM TO OUR ACTUATORS

"YOUR MOTOR HERE" MADE-TO-
ORDER MOTOR MOUNTS. 15 DAYS. 
•	Select a high-performance Tolomatic electric 

actuator and we’ll provide a motor-specific 
interface for your motor. With our online 
database, you can select from over 60 motor 
manufacturers and hundreds of models. 

	 Visit www.tolomatic.com/ymh to find your 
motor/actuator match!

Configure an actuator and a 
complete motion control system 
today using Tolomatic’s easy-to-use 
on-line sizing & selection

Available FREE at 
www.tolomatic.com

ERD06 ERD10 ERD15 ERD06 ERD10 ERD15

M
OT

OR
 S

HA
FT

LE
NG

TH MIN.
A

12.7 12.7 12.7 0.50 0.50 0.50

MAX. 27.94 27.94 31.75 1.100 1.100 1.250

DIAMETER B 5.00 5.00 6.35 0.197 0.197 0.250

BO
LT

 H
OL

E

CIRCLE Ø C 33.69 43.82 66.68 1.287 1.725 2.625

SPACING D 23.11 30.99 47.14 0.910 1.220 1.856

M
OT

OR
 P

IL
OT DIAMETER 

MAX.
E 24.90 24.90 39.37 0.980 0.980 1.550

HEIGHT
MAX.

F 2.29 3.30 3.30 0.090 0.130 0.130

Dimensions in millimeters Dimensions in inches

SIZE: 06, 10, 15
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ERD – Electric Rod-Style Actuator

ERD_30	 1-800-328-2174

SWITCHES

SWITCH INSTALLATION - FIELD REPLACEMENT INSTRUCTIONS

SWITCHES

*QD = Quick-disconnect          Enclosure classification IEC 529 IP67 (NEMA 6)		  CABLES: Robotic grade, oil resistant polyurethane jacket, PVC insulation

     **WARNING: Do not exceed power rating (Watt = Voltage x Amperage). Permanent damage to sensor will occur.
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IP
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RE
ED

RY 5m SPST 
Normally 

Open

— Red
5 - 240 
AC/DC

**10.0 100mA —
3.0 V 
max.

—

14
 to 

158°F
 

[-10
 to 

70°C]

30 G / 
 9 G

67

RK QD*

SO
LI

D 
ST

AT
E

TY 5m PNP 
(Sourcing) 
Normally 

Open

— Green

5 - 30 
VDC

**3.0 200mA
8 mA  

@  
24V

1.0 V 
max.

0.01 
mA 

max.

50 G / 
 9 G

TK QD*

KY 5m NPN 
(Sinking) 
Normally 

Open

— Red

KK QD*

ERD actuators have 6 switch options: reed, solid state PNP (sourcing) or solid 
state NPN (sinking); normally open; with flying leads or quick-disconnect. 

Commonly used for end-of-stroke positioning, these switches allow clamp-on 
installation anywhere along the entire actuator length. The internal magnet, located 
on the thrust tube, is a standard feature. Switches can be installed in the field at any 
time.  

Switches are used to send digital signals to PLC (programmable logic controller), TTL, 
CMOS circuit or other controller device. Switches contain reverse polarity protection. 
Solid state QD cables are shielded; shield should be terminated at flying lead end. 

All switches are CE rated, IP67 rated and are RoHS compliant. Switches feature bright 
red or green LED signal indicators.

RoHS
COMPLIANT

STEP 1:
Loosen screw and nut.

STEP 2:
Place sensor and wrap 
the band around the ERD 
cylinder. Position the hook 
with the nearest hole on 
the band and mark the hole 
with a permanent marker.

STEP 3:
Remove mounting 
assembly. Cut the band 
at the nearest edge of the 
next hole. (The one that's 
furthest away from the 
mounting head.)

STEP 4:
Replace the sensor and 
mounting assembly. Wrap 
the band and put the 
chosen hole on the hook. 
Position the switch and 
tighten. Tighten nut for 
steadying.



ERD – Electric Rod-Style Actuator
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SWITCHES

SWITCH DIMENSIONS

0.46
[11.8]

0.57
[14.5]

0.53
[13.4]

SWITCH CLAMP
 

WIRING DIAGRAMS 

NORMALLY
OPEN PNP

(SOURCING)

BRN

BLK
+

SIGNAL
LOAD

BLU -

NORMALLY
OPEN NPN
(SINKING)

BRN

BLK

+

SIGNAL
LOAD

BLU -NORMALLY
OPEN

BRN

BLU
+
-

LOAD

NORMALLY
OPEN

BRN

BLU
+
-LOAD

or

SOLID STATE • NORMALLY OPEN • NPN

KY & KK
SOLID STATE • NORMALLY OPEN • PNP

TY & TK
REED • NORMALLY OPEN

RY & RK

LOAD

LOAD

LOAD

NORMALLY
CLOSED

BRN

BLU
+
-

LOAD

NORMALLY
CLOSED

BRN

BLU
+
-LOAD

or

NORMALLY
OPEN PNP

(SOURCING)

BRN

BLK
+

SIGNAL
LOAD

BLU -

NORMALLY
OPEN NPN
(SINKING)

BRN

BLK

+

SIGNAL
LOAD

BLU -

NORMALLY
CLOSED PNP
(SOURCING)

BRN

BLK
+

SIGNAL
LOAD

BLU -

NORMALLY
CLOSED NPN

(SINKING)

BRN

BLK

+

SIGNAL
LOAD

BLU -

NORMALLY
OPEN

BRN

BLU
+
-

LOAD

NORMALLY
OPEN

BRN

BLU
+
-LOAD

or

SOLID STATE • NORMALLY OPEN • PNP

REED • NORMALLY CLOSED

QUICK DISCONNECT MALE PLUG PINOUT QUICK DISCONNECT 
FEMALE SOCKET PINOUT

REED • NORMALLY OPEN SOLID STATE • NORMALLY OPEN • NPN

SOLID STATE • NORMALLY CLOSED • PNP SOLID STATE • NORMALLY CLOSED • NPN

RY & RK

NY & NK PY & PK HY & HK

TY & TK KY & KK

BROWN (+)

BLUE (-)BLACK 
(SIGNAL)

BLUE (-)

BROWN (+)
BLACK
(SIGNAL)

MOUNTING DIMENSIONSSWITCH DIMENSIONS

1.50 [38.2]

0.63 [16.0]
0.33 [8.4]

Ø.28 [7]

.95 [24.1]

1.26 [32.1]

0.83 [21.1]

DETECTION POINT REED
DETECTION POINT

 SOLID STATE

13.68 [347]

This screw secures switch to bracket

This screw secures bracket to actuator

M8x1

M8x1

197.33 [5012]

197 [5000]

_ K - QD (Quick-disconnect) switch

 - QD Cable

_ Y - direct connect

0.29 [7.4]

B
A 1.50

[38.2]

Ø.35
[9]

            CAUTION: DO NOT OVERTIGHTEN SWITCH 
                              HARDWARE WHEN INSTALLING

0.291 [7.40]

0.276
[7.00]

0.138
[3.50]

0.354
[9.00]

197 [5000]0.945
[24.00]

DETECTION POINT, REED
DETECTION POINT, SOLID STATE

6 [150]

_ K - QD (Quick-disconnect) switch

_ Y - direct connect

http://www.tolomatic.com


SIZE: ALL SPECIFICATIONS

ERD – Electric Rod-Style Actuator sizeit.tolomatic.com for fast, 
accurate actuator selection

ERD_32	 1-800-328-2174

STROKE LENGTH _____________
 inch	  millimeters 

(US conventional)	 (Metric)

  APPLICATION DATA WORKSHEET

USE THE TOLOMATIC SIZING AND SELECTION SOFTWARE AVAILABLE ON-LINE AT 
www.tolomatic.com OR... CALL TOLOMATIC AT 1-800-328-2174. We will provide any 
assistance needed to determine the proper actuator for the job.

PRECISION  
Repeatability __________________

 inch	  millimeters

OPERATING ENVIRONMENT  
Temperature, Contamination, Water, etc.
___________________________________
___________________________________
___________________________________

CONTACT  
INFORMATION 
Name, Phone, Email 
Co. Name, Etc.

 Load supported by actuator   OR     Load supported by other mechanism

 Horizontal

 Vertical

ORIENTATION

 Incline °  
a _________     

MOVE PROFILE  
EXTEND

Move Distance ________________
 inch	  millimeters

(US conventional)	 (Metric)

Move Time __________________sec
Max. Speed __________________

 in/sec	  mm/sec

Dwell Time After Move __________sec

RETRACT
Move Distance ________________

 inch	  millimeters

Move Time __________________sec
Max. Speed __________________

 in/sec	  mm/sec

Dwell Time After Move __________sec

NO. OF CYCLES ______________
 per minute	  per hour 

	

HOLD POSITION?       Required
		   Not Required

 After Move	  During Power Loss 

NOTE: If load or force changes during cycle 
use the highest numbers for calculations

EXTEND RETRACT
LOAD _______

 lb.	  kg. 
(U.S. Standard)	 (Metric)

FORCE ______
 lbf.	  N	

(U.S. Standard)	 (Metric)

LOAD _______
 lb.	  kg.	

(U.S. Standard)	 (Metric)

FORCE ______
 lbf.	  N	

(U.S. Standard)	 (Metric)

FAX 1-763-478-8080 EMAIL help@tolomatic.com 

Graph your most 
demanding cycle, 
including accel/decel, 
velocity and dwell 
times. You may also 
want to indicate load 
variations and I/O 
changes during the 
cycle. Label axes 
with proper scale and 
units.

MOTION PROFILE
+ Speed (          )

Time or Distance (          )

Fill in known data. Not all information is 
required for all applications 

-

ACTUATOR 
SIZING

http://sizeit.tolomatic.com
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Selection Guidelines

1	ESTABLISH MOTION PROFILE 
Using the application stroke length, desired cycle time, 
loads and forces, establish the motion profile details in-

cluding linear velocity and thrust in each of its segments.

2	SELECT ACTUATOR SIZE  
AND SCREW TYPE 
Based on the required velocities and thrust select a size 

and screw type and lead of the ERD actuator. 

3VERIFY CRITICAL SPEED OF THE SCREW 
Verify that the application’s peak linear velocity does not 
exceed the critical speed value for the size and lead of 

the screw selected.

BNM05
BNM10
BNM05
BNM10SN05

SN02

SN01

BZ10

0 5 10 15 20 24 25

0 12
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25
4
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1

50
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254

STROKE (in)

STROKE (mm)
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D (
in/
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c)
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D (
mm

/se
c)

4	VERIFY AXIAL BUCKLING  
STRENGTH OF THE SCREW
Verify that the peak thrust does not exceed the critical 

buckling force for the size of the screw selected.

SN05SN01

BZ10

SN02

BNM05 BNM10

0 5 10 15 20 25

0 12
7

25
4

38
1

50
8

63
5

0
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200
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100

50

0

1112

890

667

445

222

STROKE (in)

STROKE (mm)
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ST
 (lb

f)

TH
RU

ST
 (N

)

24

5ESTABLISH TOTAL TORQUE REQUIREMENTS 
Calculate total system inertia. The peak and RMS torque 
required from the motor to overcome internal friction, 

external forces and accelerate/decelerate the load.

6 VERIFY PV VALUE (IF ACME)
Verify that the PV value does not exceed the PV value for 
the size of the screw selected.

SN02

SN01

SN05
SN02
SN05
SN02

SN01

BZ10BZ10

0 5 10 15 20 25 30 35 40
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16

0
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667

445

222

SPEED (in/sec)
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 (N
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7 CALCULATE LIFE (IF BALL SCREW)
Determine the practical load of the system to calculate the 
L10 estimated life.

BNM05

BNM10

BNM05

BNM10
0 40 80 120 160 200

0 178 356 534 712 890

1

100,000

10,000

1,000

100

10

25

2,540,000

254,000

25,400

2,540

254

THRUST (lbf)

THRUST (N)
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FE

 (m
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on
 in

)
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FE

 (m
illi
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 m

m
)

8 DETERMINE IF LOAD  
GUIDANCE IS NEEDED
If application requires carrying a load, anti-rotate, a tooling 

plate or there is risk of side loading the rod, choose the guided 
option. (GD2 ) Available sizes: 06, 10, 15, 20

9DETERMINE IF INGRESS PROTECTION 
AGAINST DUST AND WATER IS NEEDED.  
If actuator is in contact with dust particulate, water or 

wash-down environment choose the IP67 or IP69k option.  
(IP67 ) Available sizes: 06, 10, 15, 20;  
(IP69k ) Available sizes: [15 & 20 with SS2], 22, 25, 30

10DETERMINE IF ENVIRONMENT IS 
CORROSIVE OR WASH DOWN
If corrosion resistance is required for 06-20 sizes, 

choose from two options of stainless steel components 
• (SS1 ) ERD with all stainless steel components 
• (SS2 ) ERD with all stainless steel components and  
                 protective motor enclosure. 
For 22, 25 & 30 sizes choose (IP69k )

11SELECT MOUNTING AND  
SENSOR CHOICES 
Mounting options include: TRR  trunnion 

mount, FFG  front flange mount, FM2  foot mount. 6 
sensor choices include: reed, solid state PNP or NPN, all 
in normally open, with flying leads or quick-disconnect 
couplers.

12SELECT ACTUATOR CONTROL SOLUTION 
Add an extremely easy to use drive and motor 
combination to power the actuator.

ACTUATOR 
SIZING

http://sizeit.tolomatic.com
http://www.tolomatic.com
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ERD – Electric Rod-Style Actuator sizeit.tolomatic.com for fast, 
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ERD_34	 1-800-328-2174

ERD SWITCHES

Co
de ERD SIZE

Description 06 10 15 20
FFG Front Flange Mount Kit 2190-1025 2191-1025 2192-1025 2193-1025

FM2 Foot Mount Kit 2190-9001 2191-9001 1 2192-9001 2 2193-9001

TRR 3 Trunnion Mount 1820-1003 (order 2) 0610-1044 (order 2) 6000-1785 (order 2) 2193-1018 (order 2)

IP67 4 IP67 Kit 2190-9201 2191-9201 2192-9201 2193-9201

IP69K 4 IP69K Kit – – 2192-9221 2193-9202

GD2 Guide Kit   Order via configurator code: GD2ERD_ _ SM _ _ . _ _
1 REPLACEMENT ONLY: If ERD15 unit was built with SS2 option, foot mount kit 2192-9203 is required.
2 REPLACEMENT ONLY: If ERD20 unit was built with RP SS1 option, foot mount kit 2193-9209 is required.
3 REPLACEMENT ONLY: Trunnion mount option not available with SS2 option
4 REPLACEMENT ONLY: If used on an actuator that was not originally built with the IP67 option the thrust rod will retract below the  
                                  Cap/Seal and may damage the seal

Co
de ERD SIZE

Description 22 25 30
FFG Front Flange Mount Kit 2195-9052 2194-9052 2194-9052

FM2 **Foot Mount Kit 2195-9053 2194-9053 2194-9053

TRR **Trunnion Mount 2195-1071 (order 2) 1150-1411 (order 2) 1150-1411 (order 2)

** REPLACEMENT ONLY

NOTE: IP69K replacement kit not available for ERD22, ERD+25 & ERD30 - return to Tolomatic for service

ERD ACTUATOR REPLACEMENT KITS
SERVICE PARTS ORDERING

Code Lead Normally Sensor Type

R Y 5m (197 in)
Open Reed

R K Quick-disconnect

T Y 5m (197 in)
Open Solid State PNP

T K Quick-disconnect

K Y 5m (197 in)
Open Solid State NPN

K K Quick-disconnect

To order switch kits use configuration code for switch 
preceded by SW and actuator code.

EXAMPLE: SWERD15KK 

The example is for 3 Solid State NPN, Normally Open 
Switches with Quick-disconnect couplers. Each 
switch is complete with Bracket, Set Screw, Switch 
and mating QD cable. 

KI
T

AC
TU

AT
OR SI
ZE

 S
W

ITC
H 

CO
DE

Co
de ERD SIZE

Description 15 20

RA1
If replacing an actuator with CLV, SRE or ALC rod end option and want to 
use existing rod end, add RA1 to the end of the ordering code for thread 
compatibility. Do not reorder the rod end option.

ACTUATOR 
SIZING
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ORDERING OPTION ORDERING

Not all codes listed are compatible 
with all options. Contact Tolomatic 
with any questions.

MODEL
ERD Rod-Style Actuator

TORQUE
ST1 Standard torque (LMI or RP)
HT1 High torque (RP only)

22, 25 & 30 size  
RP TORQUE CHOICES

ST Less than 60 in/lbs 
torque to actuator

HT More than 60 in/lbs 
torque to actuator

MOTOR MOUNTING
LMI In-line motor mount

RP1* 1:1 ratio, Reverse Parallel 
motor mount

RP2* 2:1 ratio, Reverse Parallel 
motor mount

 *RP is not available for the 06 & 10 size

ENVIRONMENTAL PROTECTION
SS1 Stainless steel actuator

SS2_* Stainless steel actuator with 
protective motor enclosure

SS21 NPT 1/2" conduit thread
SS22 M20x1.5 conduit thread
SS23 Cord grip(s), 1 or 2 grips 

determined by encoder choice
IP67 & See chart below (IP ratings 

defined on pg. ERD_9)IP69K
HYG1 (ERD22, 25 & 30 only) IP69k 

Ingress protection rating 
(static), dust protection, high 
pressure water spray

LUB Food grade grease

 *NOTE: Only Tolomatic motors are 
             available with the SS2 option

*SS2 is not available for 06, 22, 25, 30 size 
or with GD2 option

 NOTE: ERD 10, 15 & 20: IP69K 
available only together with SS2 option 

ACTUATOR GUIDE & ANTI-ROTATE
GD2 Guided unit with 2 guide 

shafts & tooling plate
 GD2 is always aluminum even 

                when ordered with SS1
GD2 is not available for 22, 25, 30 size

ARI Internal Anti-Rotate for 15, 
20, 22, 25, 30 sizes only

ARI not available for 22 BN02, BN05  
or 30 RNM05, RNM10

ACTUATOR MOUNTING
FFG** Front Flange Mount
TRR† Trunnion Mounting, Rear

FM2** Foot Mount
§PCD1 Rear Clevis Mounting inch/Imperial pin size
§PCD2 Rear Clevis Mounting metric pin size

STROKE LENGTH
SM _ _._ Enter desired stroke length in 

millimeters (25.4mm = 1 inch)

MAXIMUM STROKE

SIZE
SN or BN Roller Nut

mm in mm in
06 203.2 8 – –
10 254.0 10 – –

15,20 609.6 24 – –
22,25 1000.0 39.4 406.4 16

30 1219.2 48 406.4 16

Contact Tolomatic with requests for longer 
strokes

NUT/SCREW COMBINATIONS

SIZE CODE
TURNS/in

(TPI)
06 SN 02, 04, 16

10 SN 01, 02, 05
BNM 05 mm lead

15
SN 01, 02, 05

BNM 05, 10 mm lead
BZ 10

20 BNM 05, 10, 20 mm lead
BZ 10

22
BN 02, 05

BNM 05, 10, 20 mm lead
RNM 05, 10 mm lead

25
BN 01, 02, 04

BNM 05, 10, 25 mm lead
RNM 05, 10 mm lead

30
BN 04

BNM 05, 10, 20mm lead
RNM 05, 10 mm lead

SIZE
06, 10, 15, 20, 22, 25, 30

**NOTE: Foot Mount and Front Flange Mount are 
shipped together with the actuator but are not 
installed by Tolomatic.

†Rear trunnion is not available with SS2 option
§ RP motor mount ONLY: 15, 20, 22, 25, 30 sizes

SWITCHES**

TY
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RM
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QU
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DI
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No RY
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y 
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sir
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m

 (1
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4 
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6 
in 

(1
52

m
m

) t
o 

QD
 

co
nn

ec
to

r  
w/

 5
m

 le
ad

Yes RK

SO
LID

 S
TA

TE PNP Open
No TY
Yes TK

NPN Open
No KY
Yes KK

**NOTE: Switches are shipped together with the 
actuator but are not installed by Tolomatic.

STEPPER & BRUSHLESS SERVO MOTORS

Configure an actuator and a complete motion 
control system today using Tolomatic’s easy-
to-use on-line sizing & selection

• Motors  • Drives  • Gearboxes

Tolomatic offers digital servo or stepper drives with 
motors matched to provide optimal performance with 
Tolomatic actuators. 

Available FREE at 
www.tolomatic.com

ROD END
Externally threaded rod end is standard
CLV Clevis Rod End
SRE Spherical Rod End
ALC Alignment Coupler Rod End
NOTE: Rod End options above are not 

available for all ERD sizes. Stainless 
steel available for the above rod ends in 

limited sizes. Contact Tolomatic
For replacement actuator compatible with 
existing rod end options see RA1 code on pg. 34

YOUR MOTOR HERE
YM _ _ _ _ Motor mount for non-Tolomatic motor.   

www.tolomatic.com
AM _ _ _ _ Tolomatic motor: contact factory

ERD  15  SN02  SM152.4  LMI  ST1  ARI  SS1  IP67  FFG  KK2  YM___

IP RATING CHOICES 
AVAILABLE

USDA 
Approved 
Available

MOTOR 
ENCLOSURE 
AVAILABLESize IP40 IP67 IP69k

06 Std. YES – – –
10 Std. YES YES – YES
15 Std. YES YES – YES
20 Std. YES YES – YES
22 – – Std. YES –
25 – – Std. YES –
30 – – Std. YES –

3 WEEKS  
BUILT-TO-ORDER

http://www.tolomatic.com


Also Consider These Other Tolomatic Products:

The Tolomatic Difference Expect More From the Industry Leader:

All brand and product names are trademarks or registered 
trademarks of their respective owners. Information in this docu-
ment is believed accurate at time of printing. However, Tolomatic 
assumes no responsibility for its use or for any errors that may 

appear in this document. Tolomatic reserves the right to change 
the design or operation of the equipment described herein and 
any associated motion products without notice. Information in 
this document is subject to change without notice. 

 USA
3800 County Road 116
Hamel, MN 55340, USA 
Phone: (763) 478-8000 
Fax: (763) 478-8080
Toll-Free: 1-800-328-2174 
sales@tolomatic.com  
www.tolomatic.com

Visit www.tolomatic.com for the most up-to-date technical information

Pneumatic Products
Rodless Cylinders: Band Cylinders, 
Cable Cylinders, Magnetically 
Coupled Cylinders/Slides; Guided 
Rod Cylinder Slides

“Foldout” Brochure #9900-9075 

Electric Products
Rod & Guided Rod Style Actuators, 
High Thrust Actuators, Screw & Belt 
Drive Rodless Actuators, Motors, 
Drives and Controllers

“Foldout” Brochure #9900-9074 

Power Transmission Products
Gearboxes: Float-A-Shaft®, Slide-Rite®;  
Disc Cone Clutch; Caliper Disc Brakes

“Foldout” Brochure #9900-9076 

 EUROPE
Tolomatic Europe GmbH
Elisabethenstr. 4 & 8
D-65428 Rüsselsheim
Germany
Phone: +49 6142 17604-0
EuropeSales@tolomatic.com

INNOVATIVE 
PRODUCTS

Tolomatic designs 
and builds the 
best standard 

products, modified 
products & unique 
custom products 

for your challenging 
applications.

FAST  
DELIVERY

The fastest delivery 
of catalog products...  

Electric products 
are built-to-order 
in 15 or 20 days; 

Pneumatic & Power 
Transmission 

products in 5 days.

ACTUATOR 
SIZING

Online sizing that 
is easy to use, 

accurate and always 
up-to-date. Find a 
Tolomatic electric 
actuator to meet 

your requirements.

YOUR MOTOR 
HERE

Match your motor 
with compatible 
mounting plates 

that ship with any 
Tolomatic electric 

actuator.

LIBRARY 

Easy to access CAD 
files available in 
the most popular 
formats to place 
directly into your 

assembly.

SUPERIOR 
SERVICE

Our people make 
the difference! 
Expect prompt, 

courteous replies 
to all of your 

application and 
product questions.

Certified site: Hamel, MN

 CHINA
Tolomatic Automation Products  
(Suzhou) Co. Ltd. 
(ServoWeld® inquiries only)
  No. 60 Chuangye Street, Building 2 

Huqiu District, SND Suzhou 
Jiangsu 215011 - P.R. China

 Phone: +86 (512) 6750-8506
 Fax: +86 (512) 6750-8507
  ServoWeldChina@tolomatic.com
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