
.I25 DIA - 4 HOLES 

QUTPUT 

SIGNAL-Z.5 VOLTS RMS MAX 
D.C. COMPONENT - LESS THAN 50 MV 

G_AI(J 

SIN, ADJUSTABLE 2 5% OF COS, 
Cos, SEE TABLE 

INPUT \Mf’EQs 

6RE4TERTWAN \B OHMt 

c.687 MAX. 

p.ob2 

(REF.) 

C 

w.125 MAX. 

tssq+%-[] +v, -v 

-5 &-15 1 286 11 +V, GND 

1-6 &c-161 136 1) 

POWER SUPPLY, +V & -V 

4V I\ TO IbV DC 25 MA 

-V -II 10 -ICV DC, 25mA 

MAGNITUDE. +V AND -V MUST NOT DIFFER 
BY MORE TUAN I VOLT. 

POWER SUPPLY, +V, GND 

11 TO 16 Vdc 25mA 

TEMPERATURE RANGE 
(r TO 70’ C -1 TO -9 

-55°C TO 125’C -11 TO -19 

1 -9 &-19 1 136 ]J 

NOT FOR CVU 
CONVERTER 

REFERENCE: 
HOOK-UP DWG. 21 a91 a a SCHEMATIC 218929 

NOT FOR CVU 
CONVERTER 

1 

USE WITH CVU 
CONVERTER 

MAERIAL 

FINISH 

map RSG 3/30/93 - J- JB ~a-31-g I I 
MCKED m..~sm PAV 4/S/93 mu m ro. = 

I Ro*Mo. -suLL - NEXl USNITY 

INFO DWG TWO CHANNEL PRE- 

c74 USED ON 584 



HEIGHT 
I 

ri 2 7/8 
2 l/4 

II 
5/16 

t 

- 0 63 

-+ 9 0 

\ 

\ .218’-OO3 DIA.(4) 

GAIN SINE CHANNEL-ADJUSTABLE +5% OF COSINE, 
COSINE CHANNEL-SEE TABLE. 

OUTPUT SIGNAL-2.5V RMS MAX. 
DC COMPONENT-LESS THAN 50mV. 

POWER +11 TO +16V 25 mA AND -11 TO -16V 25mA 
MAGNITUDE OF PLUS AND MINUS VOLTAGES NOT 
TO DIFFER BY MORE THAN 1 VOLT. EXCEPT -4, 
-5 & -6 +ll TO +16V 25mA & GND. 

TEMPERATURE RANGE 0” TO 70” C. 

Tl 
/ I 
’ I 

I 

I 

-4 I 520 1 

-7 I UNITY 1 

I I -10 I 520 I 

i 

L 

NOTES: 

3/l 6 
-Ic 

1. -4,-5 & -6 ARE 
DESIGNED FOR USE 
WITH MODEL CVU 
CONVERTER 

REFERENCE: HOOK-UP DWG. 219159, 
SCHEM, 219201 

DASH 
NO. 

GAIN 210% 

-1 1 5600 1 

-2 3000 

-3 1250 

MATERIAL 
I I 

FINISH 

,f=*m RSG 4/7/95-'-J‘tjS f,/t,& 
auxxfo RELEAso PAV 4 ‘/Y/g5 WN DIO. no. Rfo. 
PRW. ENO. #QRox. SCME l/l NEXT ASSEUBLY 

I I I I 

I I I VALiALU. N.Y.. U.S.A. 

REVISED POWER INFORMATION INFORMATION DRAWING Dw.sz2 1 g2oo_1 
rr No. cnAN(Ts cn DUAL CHANNEL PREAMP A 
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.lz5(al8lDIA. 5 
4 t4oLCS -3 Y f 

NOTES: 
1. RI4 & RIS ARE GAIN RESISTORS. 
2. -31 THRU -39 ARE FOR SYSTEM 

WHERE THE BALANCE ADJUSTUENT 
IS PROVIDED ON A REMOTE BUFFER 
AMPLIFIER. 

OUTPUT 1. POWER SUPPLY, +V, -V VERSION 

SIGNAL-2.5 VOLTS RMS MAX. +v 11 TO 16 VDC 25 mA 
D.C. COMPONENT-LESS THAN 50 mV -V -11 TO -16 VDC 25 mA 

GAIN, ADJUSTABLE BALANCE 
MAGNITUDE +V AND -V MUST NOT DIFFER 

SIN. ADJUSTABLE *5X OF COS, 
BY MORE THAN 1 VOLT. 

COS. SEE TABLE 2. SINGLE SUPPLY (CVU) VERSION 

GAIN. FIXEO BAIANCE +V 11 TO 16 VDC 25 mA 

SIN & COS-SEE TABLE 
-V NOT CONNECTED 

- 

-1 
I- ’ 
I 
I 
I 
L.. 

I 

INPUT IMPEDANCE 
GREATER THAN 18 OHMS AT IO KHZ 

TEMPERATURE RANGE 
-55*TO +125’C 

- 

206 

-6 -16 -36 136 -1 

-7 -17 -37 520 

-8 -18 -30 286 +v. -v 

-9 -19 -39 136 

NOT FOR CVU 
CONVERTER 

USE WITH CVU 
CONVERTER 

NOT FOR CVU 
CONVERTER 

REFERENCE: 
HOOK-UP DWG. 218918 & SCHEMATICS 
219596 & 219596-3X 

PREAMP BOARD ASSY 
.-- --- ~- -- 


