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M4 295
000. STANDARD

-

0 A - Z
(See electrical data)

A - Z
(See electrical data)

1

2

9

3

4

** Other windings 
available

0. STANDARD
IMB14, (4) M8x19 
on Ø95.25 (3.75”)

1. IMB5
(4) Ø10 thru’ on

Ø130

2. IMB14
(4) M6x12 on

Ø85

3. IMB14
(4) M8x12 on

Ø75

Y. SPECIAL Y. SPECIAL Y. SPECIAL Y. SPECIALY. SPECIAL

0. STANDARD
Ø19.05 (3/4”) x 50.8

& 3/16” Keyway

1.  
Ø19h7x40

& 6mm Keyway

0. STANDARD
(None)

1. OPTION
(24V DC, 8Nm)

2. OPTION
(90V DC, 8Nm)

3. OPTION
(115V AC, 8Nm)

0. STANDARD
(None)

1. (Tacho, 12.5 V/krpm)

2. (Tacho, 20 V/krpm)

3. (Tacho, 7.0 V/krpm)

* Other Tach Voltage
available on request

* Other Optical Encoders
available on request

Flexmount Enc.
Differential with index

(Hollow Shaft)

V (Optical Enc., 2048 ppr)

T (Optical Enc., 1024 ppr)

0. 
(Pg11 Cable Gland)

1. Connector 
MS3102A-20-16P

2. Junction Box 
(Clam Shell)

3. Terminal Box 
(with terminals)

- -

A - Z
(See electrical data)

A - Z
(See electrical data)

A - Z
(See electrical data)

A - Z
(See electrical data)
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